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ARTICOLO/ITEM: 2418-TFB-3165

PULSANTE MANUALE CONVENZIONALE RIPRISTINABILE

CONVENTIONAL MANUAL CALL POINT
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SCHEDA TECNICA PRODOTTO n.: AL-177
FEEL=SECURE PRODUCT DATA-SHEET Rev: 01

Codice articolo: 2418-TFB-3165

Descrizione del prodotto: Pulsante manuale convenzionale ripristinabile
Caratteristiche principali: Pulsante manuale progettato per essere utilizzato con tutte
le marche di sistemi di allarme antincendio convenzionali. La resistenza interna da 470
ohm consente una facile installazione. Pud essere ripristinato utilizzando la chiave di
plastica art. 2411-TFA-0164. Adatto per montaggio a filo e superficie. E possibile
installare un coperchio di protezione trasparente opzionale per evitare falsi allarmi

dovuti a pressioni accidentali. Certificato EN 54-11.

CARATTERISTICHE TECNICHE

* Modo: manuale

(88,50 mm)
* Ripristinabile: si
» Relé: NC/NA/470 ohm
+ Alimentazione: 5 + 32 Vcc o
» Temperatura di esercizio: -10 °C + +60 °C E>O<:
+ Umidita: £93% RH @ 40 °C
» Grado di protezione: IP30 )i
» Tipo di Elemento Fragile: Policarbonato ripristinabile @
+ Colore: Rosso RAL3001
« Dimensioni: 86 x 55 x 88 mm o hdamm]

* Peso: 165¢

88,88 mm
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SCHEDA TECNICA PRODOTTO n.: AL-177
FEEL=SECURE PRODUCT DATA-SHEET Rev: 01

Item Code: 2418-TFB-3165

Descrizione del prodotto: Conventional manual call point

Main features: The item 2418-TFB-3165 is designed to be used with all brands of
conventional fire alarm systems and to comply with EN 54-11. Internal 470-ohm
resistance allows ease of installation. It has resettable operation structure which can
be reset by using a special plastic key, item 2411-TFA-0164. Suitable for flush and
surface mounting. An optional transparent protection cover can be installed to avoid

false alarms by accidental pressing.

SPECIFICATIONS

» Operating type: manual

(88,50 mm)

* Resettable: yes
* Relay: NC/NO/470 ohm I:I
» Power: 5 + 32 Vdc =

* Operating Temperature: -10 °C =~ +60 °C =>0<=
* Humidity: <93% RH @ 40 °C

» Degree of protection: IP30
+ Type of Fragile Element: Resettable Polycarbonate X
+ Colour: RAL3001 RED

» Dimensions: 86 x 55 x 88 mm

* Weight: 165 g

88,88 mm
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