TWE-22VRL HD TVI BULLET VARIFOCAL IR Re3YL:¥<

KEY FEATURES

 1/2.7" 2.0 Mega Pixels CMOS Sensor
e 2D DNR, AWB, AGC, Smart IR

* ICR, BLC, 0SD

* 6-22mm

* HD TVI/CVBS 960H Dual output

* 36pcs IR LED up to 50 meter

¢ Power supply: DCI2V

* 0SD controlled by TVI DVR :
. IP66 ¥ -

SPECIFICATION | TWE-22VRL

Image Sensor 1/2.7" 2.0M CMOS

Signal System NTSC/PAL

Effective Pixels 1930(H)x1088(V) i 093,2.. ‘ Imgyugsel I;\ﬁmpﬁel I ;ﬁoaegn | i“!a?egrgf‘
Min. IITumination 0.01Lux@F1.2(0Lux IR on)

Scanning System Progressive Optional Accessory
Synchronization Internal

Frame Rate 50Hz:1080P@25fps (1920x1080) e —————

Video Output HD-TVI =1 SR =~
Electronic Shutter Rolling shutter 3 - \
Day&Night Auto (ICR) “ o -, ‘J
White Balance Auto \ B |
Backlight Compensation Auto }
AGC Auto “ ‘
IR LED ©8 36pcs LEDS ~
Lens 2.8-12mm (0 1 i

IR Range 50m P

Input Voltage DC12Vv 11-W100E-C

Current 370mA

Power Consumption <4.5W DIMENSIONS

Weight 1020g

IP Rating IP66 19, Omm
Operation temperature -10°C~+50°C

Operation humidity <85%RH (Non-condensation)
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212 0mm(Size adjustable)——=
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