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Codice articolo: 9588-GOLD-TXRX-M

Descrizione del prodotto: Modulo ricetrasmittente TX-RX GOLD 869

Caratteristiche principali: Tramite questo dispositivo è possibile abbinare
tutte le periferiche della serie radio GOLD 869 a centrali di allarme con
ingressi analogici di qualsiasi marca. Il protocollo di comunicazione,
completamente bidirezionale, è digitale ed opera su cinque diversi canali
delle frequenze 868,00 e 869,65 MHz. La distanza di trasmissione tra
centrale e periferiche è fino a 1,5 km in aria libera; la distanza è variabile
a seconda della periferica utilizzata. La sicurezza e l’affidabilita delle
comunicazioni sono garantite dal sistema F H (Frequency Hopping), dal
TDMA (Time Division Multiple Access), e dall’AES (Advanced Encryption
Standard). La ricetrasmittente MASTER TX-RX GOLD 869 è dotata di 8
uscite relé abbinate ognuna alla periferica associata e di 4 uscite pilotabili
da radiocomando. Al modulo è possibile aggiungere fino a tre espansioni
uscite (modulo SLAVE) che portano il numero totale di periferiche GOLD
associabili a 32. La configurazione di base è possibile tramite tasto e
interfaccia utente a LED. Il modulo TX-RX GOLD 869 è dotato anche di
modulo WiFi per la configurazione avanzata tramite Software che
consente di sfruttare a pieno le funzionalita del sistema GOLD (ad esempio
la regolazione remota  della sensibilita dei rilevatori associati). 

CARATTERISTICHE TECNICHE COMPATIBILITÀ

• Frequenze di trasmissione: 869,40 ÷ 869,65 MHz (1 canale) ● 868,00 ÷ 
868,60 MHz (4 canali) 

• FH: Frequency Hopping 
• TDMA: Time Division Multiple Access 
• AES: Advanced Encryption Standard 
• Portata: fino a 1,5 km in aria libera 
• Compatibilita:  periferiche della serie GOLD riportate in elenco
• Periferiche GOLD associabili: 8 (espandibili fino a 32 con schede 

aggiuntive)
• Uscite relé: 8 (NC/NA) espandibili fino a 32 con schede aggiuntive
• LED uscite: 8 di segnalazione, 3 di supervisione, batteria scarica e 

allarme 24 h
• Uscite generiche: 24 h, supervisione, batteria scarica
• Uscite pilotabili da radiocomando GOLD: 4 (esempio attivazione carichi o 

commutazione impianto)
• Ingresso stato impianto: presente
• Funzione test mode: presente
• Segnalazione acustica: presente
• Segnalazione memorie allarme: presente
• Ingressi stato impianto e allarme: configurabili (mancanza negativo, 

presenza negativo)
• Predisposizione antistrappo e antiapertura: presente
• Configurazione base: da tasto
• Connessione WiFi: per configurazione avanzata da software
• Alimentazione: 10 ÷ 15 Vcc
• Dimensioni: 170 x 107 x 30 mm

• 9502-GOLD-BOBBY-AM e vers ion i:
rilevatore volumetrico da esterno

• 9554-GOLD-BOBBY-AM-T e versioni:
rilevatore a tenda da esterno 

• 9503-GOLD-BABY e versioni: rilevatore
perimetrale a tenda da esterno

• 9504-GOLD-DT e versioni: rilevatore
volumetrico doppia tecnologia da interno

• 9506-GOLD-DT/Z e versioni: rilevatore
volumetrico doppia tecnologia da interno
da soffitto

• 9507-GOLD-TP e versioni: contatto
magnetico 

• 9509-GOLD-LESW: contatto a corda per
tapparelle

• 9510-GOLD-OBLO e versioni: sirena
autoalimentata da esterno 

• 9511-GOLD-RC: radiocomando
• 9584-GOLD-AP: radiocomando antipanico
• 9560-GOLD-SAXA: sirena autoalimentata

da esterno 
• 9557-GOLD-OUT e versioni: modulo uscita

radio
• 9587-GOLD-AG: rilevatore antiallagamento

ACCESSORI DISPONIBILI  

• 9589-GOLD-TXRX-S • Modulo TX-RX GOLD 869 SLAVE
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SCHEMI DI COLLEGAMENTO 

MODULO MASTER/CENTRALE MODULO MASTER/MODULO SLAVE
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Item Code: 9588-GOLD-TXRX-M

Product description: GOLD 869 TX-RX module

Main features: This device allows to couple all peripheral units of GOLD
869 range to any alarm panel with analogical inputs, no matter the brand.
The totally bi-directional communication protocol is digital and operates on
five different channels on frequencies ranging from 868 to 868.5
MHz. The transmission distance between control panel and peripheral units
is 1.5 km in open air, the distance varies according to the peripheral units
used. The security and reliability of communication are granted by FH
(frequency hopping), TDMA (Time Division Multiple Access) and AES
(Advanced Encryption Standard). GOLD 869 TX-RX MASTER transceiver
features 8 relay outputs to be associated to same number of peripheral
units and 4 outputs operated by remote control. It is possible to add up to
three output extension boards (SLAVE module), thus increasing the
number of GOLD peripheral units to 32. Basic configuration can be
obtained by pushbutton and LED user interface. TX-RX-GOLD 869
module is equipped with WI-FI module allowing advanced
confirguration via software in order to use GOLD system in all its
functions (e.g. sensitivity remote adjustment of associated detectors). 

SPECIFICATIONS COMPATIBILITY NOTES

• Transmission frequency : 869,40 ÷ 869,65 MHz (1 channel) ● 868.00 
÷ 868.60 MHz (4 channels) 

• FH: Frequency Hopping 
• TDMA: Time Division Multiple Access 
• AES: Advanced Encryption Standard 
• Range: up to 1.5 km in open air 
• Compatibility: with all peripheral units of GOLD range listed on the 

right
• GOLD associable peripheral units: 8 (extendable to 32 by use of 

additional boards)
• Relay outputs: 8  (NC/NO) extendable to 32 by use of additional 

boards
• Output LED: 8 for signalling, 3 for supervision, low-battery and 24-

hours alarm indication
• Outputs: for 24 h, supervision and low-battery
• Outputs to operate via remote control: 4 (e.g. load activation or 

system commutation)
• System-status input: available
• Test-mode function: available
• Acoustic mode: available
• Alarm memory signalling: available
• Configuration of system-status inputs and alarms: negative missing, 

negative present
• Predisposition for anti-removal and anti-opening: available
• Basic configuration: via pushbutton
• WiFi connection: for advanced software configuration
• Supplying: 10 ÷ 15 Vdc

Size: 170 x 107 x 30 mm

• 9502-GOLD-BOBBY-AM and available 
versions: outdoor volumetric detector

• 9554-GOLD-BOBBY-AM-T and available 
versions: outdoor curtain detector

• 9503-GOLD-BABY and available versions: 
outdoor perimetral detector

• 9504-GOLD-DT e and available versions 
double technology volumetric indoor detector

• 9506-GOLD-DT/Z e and available versions: 
double technology volumetric indoor ceiling 
detector

• 9507-GOLD-TP and available versions: 
magnetic contact 

• 9509-GOLD-LESW: wire contact for rolling 
shutters

• 9510-GOLD-OBLO and available versions: 
outdoor self-powered siren

• 9511-GOLD-RC: remote controller
• 9584-GOLD-AP: antipanic remote controller
• 9560-GOLD-SAXA: outdoor self-powered 

siren
• 9557-GOLD-OUT and versions: Wireless 

output module
• 9587-GOLD-AG: anti-flooding detector

AVAILABLE ACCESSORIES  

• 9589-GOLD-TXRX-S • Modulo TX-RX GOLD 869 SLAVE
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CONNECTIONS SCHEME

MASTER TX-RX/CONTROL PANEL MASTER TX-RX/SLAVE TX-RX
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